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M-200X Explosion-Proof Adjustable Flow Switch

5 Check h p://malema.com/cer ca s  for more informa on.

 UL and Canadian UL Recognized for use in USR, CNR - Class I, Groups A, B, C and D; Class II, Groups E, F and G,

all divisions (applicable to M-100X, M-50X and M-60X), under UL File # E153446  

 UL and Canadian UL Recognized for use in USR, CNR - Class I, Groups C and D; Class II, Groups E, F and G, all

divisions – (applicable to M-200X), under UL File # E153446 

 ATEX Cer ca on for Intrinsic Safety and Encapsula on (under DEMKO 19 ATEX 2278X and DEMKO 19 ATEX 2270X)

(Refer to control drawing for addi onal details)

II 1 G Ex ia IIC T6...T3 Ga 

II 1 D Ex ia IIIC T80°C ... T150°C Da 

II 2 G Ex mb IIC T3 Gb 

II 2 D Ex mb IIIC T150°C Db 

 IECEX Cer ca on for Encapsula on and Intrinsic Safety (under IECEx UL 13.0067X and IECEx UL 13.0065X)

(Refer to control drawing for addi onal details)

 ia IIC T6...T3 

ia III C T80...T150°C Da 

mb IIC T3 Gb 

mb IIIC T150°C Db ( -40°C to +145°C) 

Ambient temperature range Temperature class for Gas Temperature class for Dust 

- 40 °C to + 60 °C T6 T95°C 

- 40 °C to + 75 °C T5 T95°C 

- 40 °C to + 117 °C T3 T140°C 

- 40°C to + 149 °C T3 T175°C 

 CE Mark:  All EX ow switches are CE cer ed per ATEX Direc ve 2014/34/EU

Electrical Parameters 

Ui  30 V

Pi  0,7 W

 Ci = 40pf 

 Li = 4 µH 

 Electrical Parameters 

 Um = 250 V and Im = 1 A 
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Cut Dimensional Drawings

Illustrated is the M-200X model with 3/8” ports and SPDT switch  
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Cut Dimensional Drawings

Illustrated is the M-200X model with 1/2” port and SPDT switch  
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Cut Dimensional Drawings

Illustrated is the M-200X model with SAE 8 port 

Illustrated is the M-200X model with SAE 12 port
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Cut Dimensional Drawings

Illustrated is the M-200X model with 3/4” FNPT port and SPDT switch  
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tions are subject to change without notice.
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Model Ordering Code

M-200X - * * * - ***

-

Material S 316SS

3 3/8” FNPT

4 1/2” FNPT

6 3/4” FNPT

Switch 3 SPDT

- XXX

DOC# M-200X DS 02025011
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