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Transducer
OEM Transducer                            Series 623, 624, 625, 626, 627
Features

 UL and cUL approved 
 Compact size
 Stainless steel construction
 Ceramic sensor technology
 Current and voltage outputs
 0.5% accuracy

Applications
 Water irrigation systems
 Medical gas systems
 HVAC systems
 Pumps and compressors
 Machine tools
 Hydraulic and pneumatic applications
 Mobile hydraulics
 General industrial applications

Accuracy (LH & R): ±0.5% FSO at 75°F (24°C), typical

Typical Life Cycle: 100 million cycles

Proof Pressure: 2 times rated pressure, except -16 
and -18 pressure ranges

Input/Excitation Voltage:
625 (2-wire):
623 (3-wire):
624 (3-wire):
626 (3-wire):
627 (3-wire):

9 to 28 VDC
9 to 30 VDC
5 VDC (fixed)
14 to 30 VDC
14 to 30 VDC

Output:
625:

623:

624:

626:

627:

Output: 4 to 20 mA
Full scale output: 16 mA ± 1%
Zero output: 4 mA ± 2%

Output: 0.5 to 5.5 VDC
Full scale output: 5.0 VDC ± 1%
Zero output: 0.5 VDC ± 2%

Output: 0.5 to 4.5 VDC ratiometric
Full scale output: 4.0 VDC ± 2%
Zero output: 0.5 VDC ± 2%

Output: 1 to 11 VDC
Full scale output: 10 VDC ± 1%
Zero output: 1.0 VDC ± 2%

Output: 0 to 10 VDC
Full scale output: 10 VDC ± 1%
Zero output: 0 VDC ± 2%

Supply Current: 15 mA maximum (no load) 

Wetted Parts: 316 stainless steel, ceramic and 
Viton® O-ring (standard)

Enclosure**: NEMA 4X (IP 65)

Pressure Connection: 1/4” NPT standard.  
Other options available.

Electrical Connection: PVC jacketed cable standard.  Other 
options available.

Temperature Ranges:
Operating:

Compensated:

Storage:

-40°F to +185°F (-40°C to +85°C)

30°F to +130°F (-1°C to +54°C)

-40°F to +185°F (-40°C to +85°C)

Temperature Shift: 
Zero and Span:

±0.06% FS/K over operating 
temperature range

Vibration: 15 g’s, 10-2000 Hz, MIL-STD 202

Approval1:
UL File E302981, to UL 508, as 

Industrial Control Equipment (NMTR, 
NMTR7), and to UL 61010-1, as 
Process Control Equipment (QUYX, 
QUYX7).

Shock: 50 g’s, 11 ms, MIL-STD 202 Method 
213, Cond. G.

Weight: 5.1 oz (145 grams) (typical)

Warranty: 1 year

General Specifications* 

Wiring Code

Pin Out Diagram

* See product configurator for additional options.
** Mating connector must be properly installed to preserve enclosure rating

Electrical Termination Voltage Output Current Output Current Output

H3
H4 / T4/ 

T5
Series 623/624/626/627 Series 625

Series 625-H4 
(-Q21)

Red 1 + Excitation + Excitation Common
Black 2 Common - Excitation Not used
White 3 + Output Not used + Excitation
Drain 4 Case Ground Case Ground Case Ground

12

3 4

1. Conditions of Use: Class 2 power source, Type 4X indoor, 122°F (50°C) max. ambient.

OUTPUT

SUPPLY
COMMON

3.4 86

1" HEX

T4 T6
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OEM Transducer                            Series 623, 624, 625, 626, 627
Technical Drawings

Product Configurator Example: 625 H3 -05

See Barksdale’s Standard Conditions of Sale • Specifications are subject to modification at any time • Bulletin #R0046-K • 08/16 • ©2016 • Printed in the  U.S.A.

3211 Fruitland Avenue • Los Angeles, CA 90058 • % 800-835-1060 • Fax: 323-589-3463 • www.barksdale.com

Base Model
625 4-20 mA analog output

623 0.5-5.5 VDC analog output

6245
0.5-4.5 VDC ratiometric analog output (not 

agency approved) 

626 1-11 VDC analog output

627 0-10 VDC analog output

Pressure Range2,4

-21 0-30 PSI (0-2.07 BAR)

-26 0-75 PSI (0-5.17 BAR)

-05 0-150 PSI (0-10.34 BAR)

-07 0-300 PSI (0-20.69 BAR)

-27 0-750 PSI (0-51.71 BAR)

-11 0-1500 PSI (0-103.42 BAR)

-13 0-3000 PSI (0-206.9 BAR)

-168 0-6000 PSI (0-413.7 BAR)

-185, 6, 7, 9  0-8700 PSI (0-600 BAR)

Blank 1/4” NPT male

-P3
7/16-20 UNF male

(JIC 37°)

-P9
G1/4 male 

(gasket seal)

-P2 7/16-20 SAE #4 ORB

Process Connection

H3 PVC Shielded & jacketed #22 AWG cable (1 meter)

H4
Mini-DIN 43650 Type “C” - mating connector included 

(Industry std-9.4mm)

T41 M12 connector (mating connector NOT included)

T55
Standard DIN  (43650) mating connector included 
(Not UL approved)

T61 Delphi weather pack connector (Not UL approved) 

Electrical Connection

Blank Standard

-Z1 Cleaned for oxygen service

-Z154 Calibrated in ‘bar’ unit

-Z10
1 to 5 V output  
(only available on 623)

-Z11
1 to 6 V output 
(only available on 623)

-Z12
0.5 to 4.5 V output 
(only available on 623)

-Z19
Built in pressure surge 
suppressor (0.031” orifice)

-Z21
Built in pressure surge 
suppressor (0.011” orifice)

-Z22
Combination options: 
P9  +  Z15  +  Z19

-Z23
Combination options: 
P9  +  Z15  +  Z21

-ZXXY3, 7 Special pressure ranges

-Wxxx
Specify cable length in inches 
(H3 option)

-Q21
Use with 625H4 only. (See 
Page 1 for pinout information)

Options

Note: 1. Mating connector not included
          2. Other ranges available with the use of -ZXXY Option. Consult factory.
          3. Add suffix ZXXY for special pressure range calibration. XX = significant digits. 
              Y = number of trailing zeros. Example: 130 psi calibration: add -Z131.

Dimensions in inches [mm]

M12 mating 
connector not 
included

/A
4 pin M12 female right angle plug

molded cable, 3.28 ft. (1 m)

/B
4 pin M12 female right angle plug 

molded cable, 6.56 ft. (2 m)

/E
4 pin M12 female right angle

plug molded cable, 16.40 ft. (5 m)

/F
4 pin M12 female right angle plug 

molded cable, 32.81 ft. (10 m)

/G
4 pin M12 female straight plug

molded cable, 3.28 ft. (1 m)

/H
4 pin M12 female straight plug 

molded cable, 6.56 ft. (2 m)

/K
4 pin M12 female straight plug

molded cable, 16.40 ft. (5 m)

/L
4 pin M12 female straight plug 

molded cable, 32.81 ft. (10 m)

/M
4 pin M12 female straight

connector

/P
4 pin M12 female right angle

connector

Accessories

3 9/16" 91.1

1 1/2" 39.4

1/2" 13.8

5/8" 15.1

1/4 NPT 
STANDARD
ø .16 ORIFICE

1" HEX

H3 CABLE
APPROX 40 INCHES

[1 METER]

4" 100.2

1/2" 13.5
P3 
7/16 - 20UNF
ø .09  ORIFICE

VITON® SEAL

1" HEX

3 1/8" 78.5

1/2" 12
P9 

G1/4 
ø .13 ORIFICE

VITON® SEAL

1" HEX

623 H3 - XX 623 H4 -XX-P3

H4
DIN 43650 TYPE 'C' (MINI)

T4 
M12 CIRCULAR

623 T4 -XX-P9

(SUCH AS)
HIRSCHMANN ELWIKA
4012 PG 7

MATING CONNECTOR (NOT PROVIDED)

3" 76

23/64" 9.1

1" HEX

VITON® SEAL
716-20 UFN

(SAE#4-ORB)
P2

   623 H3-07-P9-Z1

OPTION
CLEANED FOR OXYGEN SERVICE

PROCESS CONNECTION
G1/4 
(BLANK FOR STANDARD 1/4 NPT)

PRESSURE RANGE
0-300 PRESSURE RANGE

 MODEL #
0.5 ~ 5.5 VDC OUTPUT

ELECTRICAL CONNECTION
STANDARD CABLE

SAMPLE PART NUMBER SELECTION

623 T4-XX-P2

 PRESSURE RANGE SELECTION 

 CODES PRESSURE RANGE 
PSIG PROOF PRESSURE

-21 0 ~ 30 [2 BAR] 60 [4 BAR]
-26 0 ~ 75 [5 BAR] 150 [10 BAR]
-05 0 ~ 150 [10 BAR] 300 [20 BAR]
-07 0 ~ 300 [20 BAR] 750 [50 BAR]
-27 0 ~ 750 [50 BAR] 1500 [100 BAR]
-11 0 ~ 1500 [100 BAR] 3000 [200 BAR]
-13 0 ~ 3000 [200 BAR] 6000 [400 BAR]
-16 0 ~ 6000 [400 BAR] 9000 [620 BAR]

PROCESS CONNECTIONS

1/4 NPT
(STANDARD) P9  (G-1/4) P3  (7/16 - 

20UNF) (3T)
P2            

(7/16-20UNF, 
SAE#4, ORB

(LEAVE 
BLANK)

ADD -P9 TO 
PART 

NUMBER

ADD -P3 TO 
PART 

NUMBER

ADD -P2 TO 
PART 

NUMBER

OPTIONS

-Z1 (Cleaned 
for Oxygen 

Service)

-Z15 
(CALIBRATED 

IN BAR)

-WXX (H3 
CABLE 

LENGTH)

ADD -Z1 TO 
PART 

NUMBER

ADD -Z15 TO 
PART 

NUMBER

SPECIFY 
CABLE 

LENGTH IN 
INCHES

 ELECTRICAL  CONNECTIONS

ELECTRICAL 
TERMINATION

VOLTAGE
OUTPUT

H3 H4/T4 SERIES
623/626/627

RED

BLACK

WHITE

DRAIN

PIN 1

PIN 2

PIN 3

PIN 4

+EXCITATION

 COMMON

+OUTPUT

CASE GROUND

MODEL NO

OUTPUT EXCITATION 
VOLTAGE

623 0.5 ~ 5.5VDC ANALOG OUTPUT 9 ~ 30 VDC

626 1 ~ 11 VDC ANALOG OUTPUT 14 ~ 30 VDC

627 0 ~ 10 VDC ANALOG OUTPUT 14 ~ 30 VDC
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ANGULAR              ± 5°

DIMENSIONS IN BOXES
 ARE IN MILLIMETERS

www.barksdale.com

11.   MEETS UL 508 & UL 61010-1 APPROVAL WITH CLASS 2 POWER SOURCE.
10.   ENVIRONMENTAL: NEMA 4X (UL TYPE 4X INDOOR) PROVIDED CABLE END IS ABOVE WATER OR MATING CONNECTOR IS ATTACHED.
  9.   SPAN ACCURACY: ±1% @75°F (24°C).
  8.   ZERO BALANCE:: ±2% FS @ 75°F (24°C).
  7.   THERMAL EFFECT, ZERO AND SPAN ± .06% FS/K OVER THE COMPENSATED TEMPERATURE RANGE.
  6.   COMPENSATED TEMPERATURE RANGE: 30 TO 130°F (-1 TO 54°C), UL MAX. AMBIENT TEMP. 122°F (50°C).
  5.   OPERATING TEMPERATURE  -40 TO 185°F (-40 TO 85°C).
  4.   TYPICAL ACCURACY (LINEARITY, HYSTERESIS, REPEATABILITY):  0.5% FSO@ 72°F (25°C).
  3.   OUTPUT: REFER TO TABLE.
  2.   EXCITATION VOLTAGE: REFER TO TABLE.
  1.   WETTED MATERIALS: CERAMIC, 316 STAINLESS STEEL, FLUOROCARBON ELASTOMER (VITON®) ,

OTHER ELASTOMERS AVAILABLE UPON REQUEST.

NOTES: UNLESS OTHERWISE SPECIFIED
600

PRESSURE TRANSDUCER
SERIES 600, VOLTAGE OUTPUT 981503

00006287 B 05-06-2009

4202.031

C00006694 02-11-2010

00009606 06-24-2015D

Copyright © 2009 - 2015, Barksdale Inc., All Rights Reserved

00009706 E 09-02-2015

623 H3 - XX 623 H4 -XX-P3 623 T4 -XX-P9 623 T4 -XX-P2

          4. To calibrate unit in ‘BAR’, select the closest pressure range then add suffix 
              ‘-Z15’ and ‘ZXXY’. Example: 15 bar = 625H3-07-Z15-Z150
          5. No agency approvals 
          6. Built with 0.011 orifice on pressure port
          7. 8,700 PSI (600 BAR) range is not available with special pressure ranges
          8. Proof pressure is 9000 PSI
          9. Proof pressure is 11,000 PSI

BARKSDALE PART 
NUMBER PRESSURE RANGE PROOF PRESSURE

625T5-05-Q22 0-150 PSIG 300 PSIG

ELECTRICAL CONNECTIONS
T5 FUNCTION

PIN 1 EXCITATION
PIN 2 COMMON
PIN 3 NOT USED

PIN 4 (GND) NOT USED/ISOLATED FROM PCB

10. NO AGENCY APPROVALS

 9. SPAN ACCURACY: 1% @75 F (24 C).

 8. ZERO BALANCE: 2% FS @75 F (24 C).

 7. THERMAL EFFECT, ZERO AND SPAN  .06% FS/K OVER THE COMPENSATED TEMPERATURE RANGE.

 6. COMPENSATED TEMPERATURE RANGE: 30 TO 130 F (-1 TO 54 C), UL MAX, AMB, TEMP. 122 F(50 C).

 5. OPERATING TEMPERATURE: -40 F TO 185 F (-40 C TO 85 C).

 4. TYPICAL ACCURACY (LINEARITY, HYSTERESIS, REPEATABILITY): 0.5% FSO @72 F(25 C).

 3. OUTPUT: 4 ~ 20mA.

 2. EXCITATION VOLTAGE: 9~28 VDC.

 1. WETTED MATERIAL: CERAMIC, 316 STAINLESS STEEL, FLUOROCARBON ELASTOMER (VITON),

NOTES: UNLESS OTHERWISE SPECIFIED
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BARKSDALE PART 
NUMBER PRESSURE RANGE PROOF PRESSURE

625T5-05-Q22 0-150 PSIG 300 PSIG

ELECTRICAL CONNECTIONS
T5 FUNCTION

PIN 1 EXCITATION
PIN 2 COMMON
PIN 3 NOT USED

PIN 4 (GND) NOT USED/ISOLATED FROM PCB

10. NO AGENCY APPROVALS

 9. SPAN ACCURACY: 1% @75 F (24 C).

 8. ZERO BALANCE: 2% FS @75 F (24 C).

 7. THERMAL EFFECT, ZERO AND SPAN  .06% FS/K OVER THE COMPENSATED TEMPERATURE RANGE.

 6. COMPENSATED TEMPERATURE RANGE: 30 TO 130 F (-1 TO 54 C), UL MAX, AMB, TEMP. 122 F(50 C).

 5. OPERATING TEMPERATURE: -40 F TO 185 F (-40 C TO 85 C).

 4. TYPICAL ACCURACY (LINEARITY, HYSTERESIS, REPEATABILITY): 0.5% FSO @72 F(25 C).

 3. OUTPUT: 4 ~ 20mA.

 2. EXCITATION VOLTAGE: 9~28 VDC.

 1. WETTED MATERIAL: CERAMIC, 316 STAINLESS STEEL, FLUOROCARBON ELASTOMER (VITON),

NOTES: UNLESS OTHERWISE SPECIFIED
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BARKSDALE PART 
NUMBER PRESSURE RANGE PROOF PRESSURE

625T5-05-Q22 0-150 PSIG 300 PSIG

ELECTRICAL CONNECTIONS
T5 FUNCTION

PIN 1 EXCITATION
PIN 2 COMMON
PIN 3 NOT USED

PIN 4 (GND) NOT USED/ISOLATED FROM PCB

10. NO AGENCY APPROVALS

 9. SPAN ACCURACY: 1% @75 F (24 C).

 8. ZERO BALANCE: 2% FS @75 F (24 C).

 7. THERMAL EFFECT, ZERO AND SPAN  .06% FS/K OVER THE COMPENSATED TEMPERATURE RANGE.

 6. COMPENSATED TEMPERATURE RANGE: 30 TO 130 F (-1 TO 54 C), UL MAX, AMB, TEMP. 122 F(50 C).

 5. OPERATING TEMPERATURE: -40 F TO 185 F (-40 C TO 85 C).

 4. TYPICAL ACCURACY (LINEARITY, HYSTERESIS, REPEATABILITY): 0.5% FSO @72 F(25 C).

 3. OUTPUT: 4 ~ 20mA.

 2. EXCITATION VOLTAGE: 9~28 VDC.

 1. WETTED MATERIAL: CERAMIC, 316 STAINLESS STEEL, FLUOROCARBON ELASTOMER (VITON),

NOTES: UNLESS OTHERWISE SPECIFIED
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BARKSDALE PART 
NUMBER PRESSURE RANGE PROOF PRESSURE

625T5-05-Q22 0-150 PSIG 300 PSIG

ELECTRICAL CONNECTIONS
T5 FUNCTION

PIN 1 EXCITATION
PIN 2 COMMON
PIN 3 NOT USED

PIN 4 (GND) NOT USED/ISOLATED FROM PCB

10. NO AGENCY APPROVALS

 9. SPAN ACCURACY: 1% @75 F (24 C).

 8. ZERO BALANCE: 2% FS @75 F (24 C).

 7. THERMAL EFFECT, ZERO AND SPAN  .06% FS/K OVER THE COMPENSATED TEMPERATURE RANGE.

 6. COMPENSATED TEMPERATURE RANGE: 30 TO 130 F (-1 TO 54 C), UL MAX, AMB, TEMP. 122 F(50 C).

 5. OPERATING TEMPERATURE: -40 F TO 185 F (-40 C TO 85 C).

 4. TYPICAL ACCURACY (LINEARITY, HYSTERESIS, REPEATABILITY): 0.5% FSO @72 F(25 C).

 3. OUTPUT: 4 ~ 20mA.

 2. EXCITATION VOLTAGE: 9~28 VDC.

 1. WETTED MATERIAL: CERAMIC, 316 STAINLESS STEEL, FLUOROCARBON ELASTOMER (VITON),

NOTES: UNLESS OTHERWISE SPECIFIED
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NUMBER PRESSURE RANGE PROOF PRESSURE

625T5-05-Q22 0-150 PSIG 300 PSIG

ELECTRICAL CONNECTIONS
T5 FUNCTION

PIN 1 EXCITATION
PIN 2 COMMON
PIN 3 NOT USED

PIN 4 (GND) NOT USED/ISOLATED FROM PCB

10. NO AGENCY APPROVALS

 9. SPAN ACCURACY: 1% @75 F (24 C).

 8. ZERO BALANCE: 2% FS @75 F (24 C).

 7. THERMAL EFFECT, ZERO AND SPAN  .06% FS/K OVER THE COMPENSATED TEMPERATURE RANGE.

 6. COMPENSATED TEMPERATURE RANGE: 30 TO 130 F (-1 TO 54 C), UL MAX, AMB, TEMP. 122 F(50 C).

 5. OPERATING TEMPERATURE: -40 F TO 185 F (-40 C TO 85 C).

 4. TYPICAL ACCURACY (LINEARITY, HYSTERESIS, REPEATABILITY): 0.5% FSO @72 F(25 C).

 3. OUTPUT: 4 ~ 20mA.

 2. EXCITATION VOLTAGE: 9~28 VDC.

 1. WETTED MATERIAL: CERAMIC, 316 STAINLESS STEEL, FLUOROCARBON ELASTOMER (VITON),
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